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Rhenocolor Beizverzögerer L 527 
Solvent-based product  
Art.-No.: A 4540 
 
Application area: 
Colorless, solvent-based additive for Rhenocolor-solvent stains to slow down the drying. 
The optimal amount needs to be tested on one’s own. For professional use. 
 
VOC 2010: n/a 
 
Safety advice: 
Irritates eyes and skin. Keep under lock and out of reach of children. Avoid contact with 
eyes. In case of contact with eyes, rinse thoroughly with water.  
 
Disposal: 
Not fully hardened or not dried out product remains are to be disposed of as special waste (AVV 
waste-key no. 030202). Empty containers are to be recycled.   
 
Supply units : 
   1 liter can   
   5 liter canister 
 30 liter hobbock 
 

Service: 
Our service team for application technology is available to you at any time without 
obligation. 
 
Phone: ++49 (0)6384 99 38 - 0 
Fax: ++49 (0)6384 99 38 - 112 
Email: info@rhenocoll.de  
 
The information given within is without obligation and is based on practical experience 
as well as on experiments which we have carried out and are not attribute guaranties in 
the sense of the newest BGH legal requirements. We recommend that in any case 
users carry out their own tests since we have no influence over the large diversity of 
materials and their processing. No liability for the manufacturer can be derived from the 
contents of this data sheet. Statements going beyond or deviating from the contents of 
this data sheet require the written confirmation of the company headquarters. Our 
General Terms & Conditions apply in any case. 
With the release of this Technical Data Sheet all previous versions become obsolete. 
 


